






The compact CP 330

The fl exible CP 360

PCle extension interfaces 
(Profi net RT, Ethernet/IP, CAN)

Real-time Ethernet

DVI with feedback 
channel

Gigabit Ethernet 

USB 2.0

Solid state disk, 
CompactFlash

SD card

Integrated display

Extremely simple, screw-free
 DIN rail installation 



Customized systems
Two processor platforms in differing speed classes are available in the shape 
of the Intel Atom and Core 2 Duo. The CP 360 product variation facilitates the 
installation of customized expansion cards by means of integrated PCle slots.  

Comprehensive investment 
protection
KeControl C3 offers open and perfectly documented software architecture. 
Programming with standardized interfaces guarantees simple module exchange 
and allows the problem-free implementation of own software modules.

Flexible data storage and 
high security levels  
In addition to an easily accessible, internal memory (CF and/or SSD), the KeCon-
trol C3 provides with its SD card interface a low-cost, external storage medium 
for rapid data exchange. The use of non-rotating data storage ensures complete 
security for industrial applications.   

A decisive information lead
The integrated display provides extensive support during start-up and updates. 
Moreover, a separate display is frequently unnecessary in the case of numerous 
applications where visualization is non-essential.

Maximum productivity  
The KeControl C3 combines the advantages of a high-performance industrial 
PC and an embedded system. Its outstanding capability ensures top perfor-
mance even in the case of complex, real-time applications. The KeControl C3 
is especially robust and due to its short start-up time, offers exceptional levels 
of system availability. 



Computer core

• Processor: 
	 - Intel Atom 1.1 GHz
	 - Intel Core 2 Duo 1.2 GHz
	 - Intel Core 2 Duo 2.26 GHz

• L2 cache: up to 6 MB

•	Chipset: 
	 - Intel US15W (Atom)
	 - Intel GS45, Intel ICH9M (Core 2 Duo)

• Main memory: 
	 512 MB DDR2 RAM to 4 GB DDR3 RAM

• Buffered SRAM: 1 MB

Graphics interface 

• Graphics controller: 
	 - Intel GMA 500 (Atom)
	 - Intel GMA X4500 (Core 2 Duo)

• DVI-D with integrated feedback 
	 channel via RS-485

MMI

• LCD: 
	 - 128 x 32 pixel
	 - graphic capability, menu guided
• Keyboard: 4 keys

• Status LEDs 

Communications interfaces

• 2x Ethernet: 10/100/1000 Mbit/s LAN

• 2x USB 2.0 (HighSpeed)

• 1x EtherCAT: optional 

• 1x SERCOS III: optional, alternative to EtherCAT

Other interfaces

• 1x SerialATA: SATA 2.0

• 1x SD interface: SD 2.0

• 1x PATA

Optional CP360 interfaces 

• 2x PCle x1 for interface cards 

Memory media

• 1x Solid State Disk (SSD): 2.5”, optional

• 1x CompactFlash: Type I, optional

• 1x SD card: removable medium, can be 
	 exchanged from the front, optional

Technical data  

Power supply

• Rated supply voltage: 24 V DC

Ambient conditions

• Operating temperature: +5 °C to +55 °C

• Storage temperature: -40 °C to +70 °C

• Relative humidity: 
	 5 % to 95 % (non-condensing)

• Impact and vibration resistance pursuant to 
	 EN 61131-2

Casing, dimensions, weight

• Dimensions (W x H x D): 
	 140 mm x 110 mm x 121 mm

• Installation: suitable for DIN rail installation

• Protection: IP 20

• Weight: approx. 1,500 g

Certificates

• CE pursuant to EN 61131-2:2007

• UL 508, 2005: Industrial Control Equipment

• RoHS: pursuant to EC directive 2002/95/EC

Operating system

• Windows Embedded 	Standard

• Linux, alternative to Windows

• Real-time extension: KeControl RX


